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Renegotiating LAN-to-LAN Configurations Between Cisco VPN ... 

In this test, the two VPN termination devices have the same phase I and phase II lifetime 

configured. VPN device reboot— Either end of the VPN tunnel ... 
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[pdf] Cisco - Renegotiating LAN-to-LAN Configurations Between Cisco VPN ... 
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VPN device rebootEither end of the VPN tunnel termination points was .... the test traffic 
used is bi-directional ICMP packets between hostA and hostB. ... 
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System and method t o determine connectivity of a VPN secure tunnel ... 
A tunnel provides for a one-way communication path between a sender and receiver. An 
IPSec tunnel termination device such as the first network device 10 ... 
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Easy Access Device Description Document 

Apr 15, 2007 ... The IPv6 Easy Access Device (EAD) is designed to connect between the 
NTU and ... the EAD constructs a virtual tunnel between itself and a ... 
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Cisco - Understanding VPDN 

In such a configuration, the L2 termination point and PPP session endpoint ... The Tunnel is 
then up between both devices. In this tunnel, several VPDN ... 
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draft-leung-mip4- proxy-mode-00 - Mobility Management using Proxy ... 
A wireless mobile termination device performs registration for an attached host The bi- 
directional tunnel between the MPA and the Home Agent allows ... 
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Layer two tu n n eli ng protocol ( 

The IP envelope forms the tunnel between the two PPTP servers, ... One device handles 
the termination of the physical and logical layers below ... 
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Pseudowire termination directly on a router invention 

The system of the invention can be distributed between many software processes on several 
data communications devices, or all processes could run on a small ... 
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OpenVPN Termination on OpenWrt 

If this isn't the case, the throughput of the VPN tunnel can be increased by moving the VPN 
termination from the WRT onto a faster device (ie, ... 
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Personal VPN Comparison White-Paper 



>://www. google, com/search ?hl=en&q=+tunneling+between+termination+de vices 



6/7/08 



tunneling between termination devices - Google Search 



Page 2 of 2 



It can also complicate the placement of the VPN termination device in the corporate 
network ... but not a tunnel between arbitrary numbers of endpoints. ... 
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